HYCH21 Series

Characteristic: High pressure solenoid valve, pilot piston structure
Medium: compressed air,water
Temperature:  Viton:-30°C~150°C
PTFE:-60°C~200°C
Pressure: 0.2~12.0MPa
Port Thread: NPT, G
Port Size: 3/8", 1/2",3/4"
Orifice (mm): 15 20, 25
Voltage: DC-12V , 24V
AC-24V, 120V, 240V/60Hz; 110V, 220V/50Hz
Scope: +10%
Coils: GE21B,(AC)start135W,keep6.5W;(DC)start45W,keep10W;Ip65,100%ED
S21B,30VA(AC),18W(DC),Ip65,100%ED
Material: Body-Stainless steel

Seal -Viton/PTFE
Armature - SUS304
Plunger - 1J117

Stop - 1J117

Springs - SUS304
Shading Rings - Copper
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HYCH21, with coil YGE21B(Pressure:12.0Mpa),YS21B(Pressure:5.0Mpa) , NC

Orifice Max Pressure _
Valve Body Port size (mm) Cv Min Pressure GE21B S21B Seals Material Body Material Coil
AC DC AC DC
HYCH2112 X X X 3/8" 15 45 0.2MPa YGE21B/S21B
HYCH2115 X X X 12" 15 45 0.2MPa 12.0MP4 10.0MPa| 9.0MPa | 5.0MPa Viton YGE21B/S21B
HYCH2120 X X X 3/4" 20 93 0.2MPa /P}FE T YGE21B/S21B
HYCH2125 X X X 1" 25 12 0.2MPa YGE21B/S21B
Determine valve body code
Orifice ) )
Type ) ——— Port Thread —— Body Material —— Seals Material Coil ——  Voltage
| ! } } i } }

HYCH21 15, 20, 25 G -G/BSP S - stainless steel V - Viton GE21B 1. AC220V 2, DC24V
N NPT Thread P_PTFE s21B 3, AC110V 4, DC12V

5. AC24v

Example : HYCH21-15-GSV-GE21B-1, HYCH21 series, NC, 15mmOrifice , G3/8"Port Thread, stainless steel body,Viton Seals , coil YGE21B, AC220V,DIN.
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